3/2 POPPET VALVES | COMPRESSED AIR

MF-AirDrive™ BISTABLE

3 /2 POPPET VALVES
COMPRESSED AIR
BISTABLE

Range G1/4" + G1"

With bistable solenoid pilot; the valve requires
an electrical signal to change the position
of the shutter

Patented conical poppet system and shaped PU
membrane

Robust construction and low weight

Equipped with low-consumption coil
and connector

TECHNICAL FEATURES -—
Fluid Filtered compressed air, with or without lubrication

Ambient Temp. -10 + +50°C

Fluid Temp. Max +50°C

Function BISTABLE

Control Indirect electric

Return Mechanical and pneumatic spring

Connection G 1/4" G 3/8" G1/2" ’ G 3/4" ‘ G1”

Shape —
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el I I

[} t -
Electric 15x15
operator (mm)
Absorption 2,5 Watt
Veltage 24VDC
Mounting position Preferably vertical
Materials Body: aluminum / Seals: PU - NBR / Internal parts: aluminum - POM - Brass / Caps: polyamide PA6
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™
MF-AirDrive BISTABLE

BISTABLE

PRODUCT DATA & CODES
Connection Control (7] Flow Working Control Time Exc. Weight Code
(mm) rate pressure (P1)  pressure 12/ Dis.10
(NI/min)  from/to from/to {ms)
{bar) {bar)
G1/4" bistable electric 8 1100 3---10 >P1---10 45/48 360 -MF-F2510SF02B
12 ﬁﬂﬂmﬂj G 3/8" bistable electric 10 1500 3---10 >P1---10 50/52 345 -MF-F2520SF02B
i G1/2" bistable electric 15 5500 3---10 >P1---10 50/52 620 -MF-F2530SF02B
G 3/4" bistable electric 19 6500 3---10 >P1---10 48/55 580 -MF-F2540SF02B
G1" bistable electric 25 13500 3---10 >P1--10 48/55 1005  -MF-F2545SF02B
ACCESSORIES & SPARE PARTS
» IP65 »PG7
CONNECTORS Voltage Led-Vdr Code
DIN 43650-C 24V - 48V - 110 V- 220V ; -AM-5109C
SERVICEKIT Description Connection Code
Buffers, lip seals, o-rings G 1/8" -MF-F9605
Buffers, lip seals, o-rings G1/4" -G 3/8" -MF-F9610
Membrane, buffers, o-rings G1/2" -G 3/4" -MF-F9615
Membrane, buffers, o-rings G1" -MF-F9620
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3/2 POPPET VALVES | VACUUM - AIR

MF-HyDrive™ BISTABLE

3 /2 POPPET VALVES
VACUUM -AIR
BISTABLE

Range G1/4" + G1"

With bistable solenoid pilot; the valve requires
an electrical signal to change the position
of the shutter

Patented conical poppet system and shaped PU
membrane

Equipped with low-consumption coil
and connector

Control pressure: 3-10 bar in direct vacuum operations;
6-10 bar in air-vacuum operations

TECHNICAL FEATURES g
Fluid Filtered compressed air, with or without lubrication - vacuum

Ambient Temp. -10 + +50°C

Fluid Temp. Max 755 mmHg

Function BISTABLE

Control Indirect electric

Return Mechanical and pneumatic spring

Connection G 1/4" G 3/8" G1/2" ’ G 3/4" G1”
Shape o | |1

?p:Ireactl:i'c(mm) =TS

Absorption 25W

Veltage 24VDC

Mounting position Preferably vertical

Materials Body: aluminum / Seals: PU - NBR / Internal parts: aluminum - POM - Brass / Caps: polyamide PA6
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MF-HyDriveTMBISTABLE

PRODUCT DATA & CODES
Connection  Control Pilot o Flow Working Control Time Exc. Weight Code
supply (mm)  rate pressure (P1)  pressure 12/ Dis.10
(mg/h)  from/to from/to (ms)
(bar) (bar)

G 1/4"  bistable electric external 8 4 3---10 3/6 ---10 44/48 360 -MF-G3009SF02B

2
2 10 G3/8" Distable electric external 10 10 3---10 3/6 ---10 45/50 345 -MF-G3011SF02B
Tk G 1/2"  Dbistable electric  external 15 20 3---10 3/6 ---10 48/50 620 -MF-G3020SF02B
G 3/4" Distable electric  external 19 35 3---10 3/6 ---10 48/55 590 -MF-G3040SF02B

G1* bistable electric  external 25 90 3--10 3/6 10 50/55 940 -MF-G3050SF02B

* Control pressure from/to (bar) : 3,0 --- 10 ( Vacuum-Vacuum operation) | 6,0 --- 10 (Vacuum - Air operation)
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ACCESSORIES & SPARE PARTS

» IP65 »PG7
CONNECTORS Voltage Led-Vdr Code
DIN 43650-C 24V - 48V - 110 V- 220 V ; -AM-5109C
4
SERVICE KIT Description Connection Code

Buffers, lip seals, o-rings G1/4" -G 3/8" -MF-F9610
Membrane, buffers, o-rings G1/2" -G 3/4" -MF-F9615
Membrane, buffers, o-rings G1" -MF-F9620
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3/2 POPPET VALVES | DIRECT VACUUM
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MF-VacDrive™ BisTABLE

3 /2 POPPET VALVES
DIRECT VACUUM
BISTABLE

Range G1/4" + G1"
Air and Vacuum Version (with external
compressed air or self- powered servo-control)

With bistable solenoid pilot; the valve requires
an electrical signal to change the position
of the shutter

Patented conical shutter system and shaped PU
membrane

Robust construction and low weight

Equipped with low-consumption coil
and connector

TECHNICAL FEATURES =l
Fluid Vacuum

Ambient Temp. -10 + +50°C

Max Vacuum 150/ 755 mmHg

Function 3/2NC13/2NO

Control Indirect electric

Return Vacuum

Connection G 1/4" G 3/8" G1/2" ’ G 3/4" ‘ G1"

Shape o | [T
i | e
| |
@ electric 15x15
operator (mm)
Absorption
Veltage 24VDC
Mounting position Only vertical
Materials Body: aluminum / Seals: PU - NBR / Internal parts: aluminum - POM / Caps: polyamide PAé

62



MF—VacDriveTM BISTABLE

PRODUCT DATA & CODES
Connection  Control Pilot [} Flowrate  Max vacuum Time Exc. ~ Weight Code
Supply (mm) (mq/h)  (mm/Hg) 12/Dis.10  (gr)
(ms)

G1/4" bistable electric internal 8 4 755 65/58 410 -MF-G3210SF02B
4 G 3/8" bistable electric internal 10 10 755 65/58 395 -MF-G3214SF02B
125&}]@3 G1/2" bistable electric  internal 15 20 755 70/58 675 -MF-G32225F028
! G 3/4" bistable electric internal 19 35 755 70/58 635 -MF-G3232SF02B
G1" bistable electric internal 25 90 755 80/60 1050 -MF-G3242SF02B
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ACCESSORIES & SPARE PARTS w
>
> P65 >PG7
CONNECTORS Voltage Led-Vdr Code
DIN 43650-C 24V - 48V - 110 V- 220V - -AM-5109C
SERVICE KIT Description Connection Code
Buffers, lip seals, o-rings G1/4" - G3/8" -MF-G9635
Membrane, buffers, o-rings G1/2" - G3/4" -MF-G9640
Membrane, buffers, o-rings G1" -MF-G9645
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